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START 
ENCRYPTION 
ROUTINE 
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ACQUIRE A MEDIA SIGNAL 

WHICH MAY INCLUDE A 
NOISE SIGNAL AMPLITUDE 
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QUANTIZE THE MEAD SIGNAL 
WITH A QUANTIZATION STEP 
SIZE SMALLER THAN THE 
NOISE SIGNAL AMPLITUDE 



COMPRESS THE MEDIA SIGNAL 
INTO DATA FRAMES HAVING 
DATA FRAME BOUNDARIES, 
WHERE THE DATA FRAMES 
MAY HAVE SIMILAR OR 
VARYING LENGTHS, 
INCLUDE COMPRESSION 
TRANSFORM COEFFICIENTS, 
AND/OR INCLUDE 
PREDICTIVE DATA FRAMES 



SELECT A SET OF DATA 
FROM THE COMPRESSED 
MEDIA SIGNAL, SUCH THAT 
THE DATA SELECTED MAY 
INCLUDE ONE FRAME OF DATA, 
DATA WHICH CROSSES OVER 

SEVERAL DATA FRAME 
BOUNDARIES, COMPRESSION 
TRANSFORM COEFFICIENTS, 

AND/OR PREDICTIVE 
- . DATA FRAMES 
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HASH THE SET OF DATA 
INTO A KEYWORD 
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